(Y ) R
ALL-IN-ONE KITCHEN SET / KCH-1000 Kraus

Dual Mount Stainless Steel Kitchen Sink, Commercial Pull-Down SPECIFICATION SHEET
Faucet in Spot Free Stainless Steel Finish, Stainless Steel Grid, Drain
Assembly, Decorative Drain Cap

a13/8*
(35mm)
INCLUDED WITH COMBO / -\
Faucet KPF-1610SFS A &
» Kitchen Sink KHT410-33
» Strainer ST-1 \
* Drain Cap STC-2 ]
» Grid Model No. KBG-T410-33

» Installation Template
» Mounting Hardware

51/4"
(133.4mm)

22" (558.8mm)——

SINK FEATURES
» 18 Gauge Stainless Steel Construction

* Dual Mount Single Bowl Sink |730 172" (774.7mm)4|
» Required Minimum Cabinet Size: 36" ————33" (838.2mm)

* 3 1/2" Drain Opening

I—17" (431 .8mm)——|

FAUCET FEATURES

» Solid Brass Construction
» Single Hole Mounting -
= 180° Swivel Spout

* Pull Down

* 1.8gpm Flow Rate

= Spray and Stream Functions

9"
(228.6mm)
9 1/2" (241.3mm)

41/2" —10 3/4" (274mm)—
(115mm)

GRID FEATURES
» Commercial grade Stainless Steel Construction
* Protects bottom of sink from daily wear and tear

*» Rubber feet provide additional protection €

£
STRAINER FEATURES S
* Premium Stainless Steel construction )
» Fits Standard 3 1/2" or 4" Drain Opening hn
* Open/Close Stopper Prevents Debris from Clogging
* Drain Pipe
DRAIN CAP FEATURES 13/4" T
* Premium Stainless Steel Construction MAX L—
» Fits Standard 3 1/2" Drain Opening @45mm)
* Allows Water to Drain Easily When Installed
» Conceals Garbage Disposal and Waste Fittings for a

Seamless Look
CODES/STANDARDS: 41/2" (115mm)
T @4 1/2"
Sink Certification 7 T (115mm)
cUPC (ASME A112.19.3/CSA B45.4) ( Hoe
& E |

Faucet Certification s 3374
ASME A112.18.1/CSA B125.1 B Gamm)
ADA compliant 30" (64mm)

4 3/4"
(119mm)

Kraus Lifetime Limited Warranty: | 4172 (115mm)
|

See website for details www.kraususa.com 5/8" ) "
SV =

(15.5mm) — i (13mm)
I_s 1/8" (80mm)—|

l——4" (100mm)
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